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Laminate Door Locker Specification Sheet 
 

 
 
 
 
 
 
 
 
 

Sizes Available: 
 

Height Width Depth 
1800mm 300mm 300mm 

1800mm 300mm 450mm 

 
Door configurations: 

 
 
 

 

 
 

Locker Construction: 
 

 0.7mm mild steel, pop riveted and mig weld construction  

 Hinge rail 1.5mm 

 Light grey shelf RAL 7035  

 Delivered assembled  

 Pre-drilled carcass for nesting Locker together 

 Fitted with standard master cam locks with 2,000 differs 

 Single compartment locker fitted with top shelf and coat hook  

 Two tier lockers fitted with coat hook in each compartment 
 
 
 

1 Compartment 

2 Compartment 

3 Compartment 

4 Compartment 

6 Compartment 
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Locker Door Construction: 

 
Produced from a solid laminate, machined to shape and supplied in a range of colour options.  
Doors attached to carcase with a zinc plated 40mm butt hinge.   

 
Paint Finish: 

 Three stage pre-treatment and phosphate coating 

 Carcass and doors powder coated with one coat Epoxy Polyester Full gloss powder, 
stoved at 180 deg. C. including Germ Guard antibacterial compound 

 Carcass powder coated with RAL 7035 Light Grey  
 

 
                                 Door colour options: 

 
Campanula 

Aquamarine 

Light Grey  

Graphite Grey 

Oak 

Beech 

Spectrum Red 

Spectrum Yellow 

Vibrant Green 

Clementine 

 
 
 

End panel colour options: 
 

Campanula 

Aquamarine 

Light Grey  

Graphite Grey 

Oak 

Beech 

Spectrum Red 

Spectrum Yellow 

Vibrant Green 

Clementine 
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Equipment Cleaning & Maintenance instructions: 

 

 Clean paint work periodically with warm soapy water 

 Oil hinges and lock sparingly as required with a light oil (3in1 or similar) 
 

 
Spares and consumables details inc. sources: 

 

 Replacement locks available from:- QMP LTD or Please contact your supplier 

 Spare keys available from: FAST KEY SERVICE LTD, 3, PILOT CLOSE, FULMAR WAY, 
WICKFORD, SS11 8YW, TEL: 01268 5625862, WEBSITE: WWW.FASTKEYS.CO.UK 
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